2’ to 20
12’ to 20’ USE 6” x 6” CLADDED POSTS

1_MAX. POST CENTRES 98.50” [2502mm]—T
1_PANEL WIDTH 96.50" [2451.1mm] fl

(-CLEAR BETWEEN BOARDS 1.0” [25mm]
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SECTION B-B

~
\

\FINISHED GRADE

Lo « POST EMBEDDED
IN CONC. MIN. 4ft.
DEEP.
.
PRIVACY
P PANEL PLANKS
SLIDE IN
=] FILLER
Iy RAIL
CHANNEL
S 48 x 1/2" TEK 2
TOP MOUNTED SCREW (TYP.)
ON CONCRETE SECTION A—A
OR WOOD EMBEDED
IN CONCRETE
SPECIFICATIONS:
POSTS, RAILS: EXTRUDED MARINE 6063—T5 'jl"?l;”
& PICKETS PRIME ALUMINUM, CANADIAN PRODUCED
FINISH: SEVEN STAGE ARCHITECTURALLY
CERTIFIED PRETREATMENT AS
PER AAMA 2604 % -
POSTS: 76mm x 76mm(3”"x 3") x 1.65mm WALL OR |
51mm x 51mm(2"x 2") x 1.65mm WALL A
POST CAPS: PYRAMID OR BALL SECTION C—=C
FENCE BOARD: ALUM. (USED VERTICAL OR HORIZONTAL)
SIZES:  25mm x 25mm((1"x 1” STANDARD COLOURS:
25mm x 51Tmm(1"x 2"
Zamm X Temmi"x 3 BLACK, WHITE AND PEWETER
25mm x 150mm(1”x 57)
WARRANTY: 25 YEAR LIMITED
*NOTE: FOR CLEAN AND SEAMLESS FINISH, NO FASTENERS ARE EXPOSED.
COMMENTS:
ALUMINUM FENCE PANEL |
RCHITECTURAL
FENCE & RAILINGS STYLE AF_AP2 AF—-AP2
|CHK'D: DATE: MAR. 29/2020

ARCHITECTURAL FENCE & RAILINGS, 270 PENNSYLVANIA AVENUE, UNIT#1, CONCORD, ONTARIO L4K 3Z7 www.architecturalfenceandrailings.ca TEL: 905 362—-8096




